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EFFECTS OF' SENS IT IZAT ION ON A NEW AUSTENITE ALLOY US ING DIELECTRIC 
METHOD. In this work, preparation orthe new alloy, constitut ing six different elements, nickel, chrome, 
titanium, manganese, silicon and carbon each with a specified weight-percentage has been carried out leading to 
a new type or austen ite alloys designated A·I . Aging eKperiments have been carried out on austenite samples 
A· I ut ilizing plastic deronnation treatment method. The objectiv!!s or this experimental work nre to obtain 
inrormation on the samples' dielectric- and electrical properties after sensitization within the temperature 
range or 400 OC to 900 "C. Frequency-dependent conductivity and dielectric response measurements or this 
novel material have been investigated by RLC bridge impedance spectroscopy method. The dielectric constant 
Ie or these new A·I materials show a well defined dielect ric behavior and shows a considerable increa.se 
especially in the higher rrequeney·ranges. where IC becomes almost linear. Dielectric constant Ie show rrequency 
dispersive retaxation peaks at lower rrequencies, indicating different conduction process in the surrace and in 
the bulk or the materials, or the ronnation or new dielectric structure at the grain boundaries because or 
sensi t ization in the A-I samples. A rrequency dispersive capacitance at lower rrequeney range is ro llowed by 
an almost rrequency.independent capacitance at higher rrequencies, starting a t cut·off rrequeney or 
approximately 8.0·9.0 HIt and converging to II steady value or - 100 nF corresponding to a dielectric constant 
value Ie - 0. 11 MFfm. The value or the electrical resistance R however is not affected by senSi tization, which 
is 1.0 n. 
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PENELITIAN EFEK SENS IT ISAS I "ADA PAOUAN AUSTEN IT IJARU MENGG UNAKAN 
METODE DIELEKTRIK. Tclah di lakukan prcparasi sebuah paduan baru (A. I ) yang terdiri dari ennm unsur
unsur berbeda yaitu nike!, krom, titan ium, mangan siJi kon dan karbon yang masing-mosing mcmiliki pcrscntase 
bobot tertentu. Percobaan aging pada sampel A· I dilakukan menggunakan metode perlakuan deromlosi plastik. 
Tujuan percobaan ini ialah memperoleh inrormasi lenlang erek sensitisasi pada sirllt-sirat listrik dan dielektrik 
sampel dalam rentang suhu anlara 400 "C hinggn 900 "C. Konduklivitas bergantung rrekuensi dan respons 
dielektrikmaterial baru ini tdah dilcliti mcnggunakan metodc spl!ktroskopijembal30 impedonsi RLC. Konstanta 
didektrik IC malerial baru A-I menunjukkan pcrilaku dielektrik yang terdefinisi baik dan terlihat adanya 
pcningkatlUl khususnya pada rcntang rrekucnsi tio&&i, dimlUl8 Ie hampir memitiki harga linier. Konstanta die1cktrik 
Ie mcnunjukkan puncak-puncnk re laksas i dispcrsir bergantung rrckuensi tcrutama pada rentang rrekuens i· 
rrekucnsi rcndah, yang mengindikasikan bllhwa proses konduksi pada pcnnukaan dan pada bulk material 
adalah berbeda, alau scbaliknya Icrdal>at indikasi bllhwa tdah tcrbentuk struklurdielcktrik baru akiblll sensitisasi 
pada dacrah balas bUlir. Kapasitansi yang rrekucnsi dispcrsir padn frekucnsi rcndnh, bcrubah manjadi kapasitansi 
yang hompir tak bcrgamung rrekuensi pada dacrah cui-off frequency 8,0 - 9,0 kHz dan berkonvergensi kearah 
nilai ajeg -.: _ 0. 11 MF/m. I-larga hamb.1tan listrik It tidak terpengaruh oleh sensitisasi, yang dalam hal ini 
mencapai sckilar 1,0 n. 
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